n Mulling-X™

Mulling-XT™

The Mullins-X™ is an ultra high pressure dilatation balloon catheter. It is the specialist
when it comes to indications calling for extremely high pressure. It can be used either for
percutaneous transluminal valvuloplasty or angioplasty for femoral, iliac & renal arteries.

Benefits

Very high Rated Burst Pressures
Mullins-X™ special laminated construction
provides a rated burst pressure (RBP) of up
to 14 ATM.

Five Platinum marker bands for
precise positioning One marker is in the
tip of the catheter, two are fitted below the
shoulder of the balloon and two are in the
middle section of the balloon.

Balloon The Mullins-X™ PTV and PTA
balloon is coaxially constructed with a
distally mounted non-compliant high

Maximum Trackability The distal shaft
through the balloon is highly flexible

for exceptional maneuverability. This,
combined with the pushability of the
coaxial shaft, provides outstanding
tracking performance.

Customized Sizes upon request If you
don’t find the appropriate size for your
procedure, we can make customized
sizes upon request. Additional regulatory
approvals may be needed for customized
sizes.

pressure balloon suitable for resistant
stenosis.

Mullins-X™

Details

¢ Extra high inner lumen strength

¢ Extra fast guidewire movement (even with balloon inflated)
¢ Increased pushability from new braided inner tubing

¢ Radiopaque inner tubing
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Class lll for PTV, Class lla for PTA

Catheter Body

Polymeric, DEHP-free, Latex-free

Balloon

Thermoplastic Elastomer (Non-compliant — The balloon will not exceed +/- 10% of the given balloon size at Rated
Burst Pressure), DEHP-free, Latex-free

Image Band

Platinum Iridium

Balloon Diameter (mm)

12.0-25.0

Balloon length (cm)

3.0-40

Rated Burst Pressure (ATM)

9-14

Introducer Size (FR)

7-9

Indication

PTV of the Pulmonary valve and PTA for femoral, iliac & renal arteries

Ordering information
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Percutaneous Transluminal Valvuloplasty Balloon Catheters (PTV)

Ordering information

REF Balloon Diameter Balloon Length  Introducer Size  Shaft Size Usable Length  Guide Wire Rated Burst
(mm) (cm) (FR) (FR) (cm) (Inches) (ATM)

PTM441 12.0 4.0 9 7 100 0.035 14

PTM442 140 30 10 8 100 005 14
PTM443 14.0 4.0 10 8 100 0.035 14

PTM444 150 3 10 8 M0 00 13
PTM445 15.0 4.0 10 8 100 0.035 13

PTM46 0 3 1 8 10 005 12
PTM447 16.0 4.0 11 8 100 0.035 12

PTM48 180 3 12 8 10 00 12
PTM449 18.0 4.0 12 8 100 0.035 12

PTMASO 200 3 18 8 10 00 1
PTM451 20.0 4.0 13 8 100 0.035 11

PTM4S2 220 3 4 9 10 0 10
PTM453 22.0 4.0 14 9 100 0.035 10

PTM4S6 280 30 14 9 10 0 9
PTM457 23.0 4.0 14 9 100 0.035 9

PTM4S4 250 30 6 9 10  0® 9
PTM455 25.0 4.0 16 9 100 0.035 9
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